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FQ-50958-1
DESC:7gauge cotton/polyester knitted,boa inside,3/4 latex foam coated.

Color:Black/orange or customized

Sizes Available:7, 8, 9, 10, 11

package:12pairs/polybag,120pairs/carton or customized.

Feature:Good grip,cold resistant,excellent abrasion resistance.

2143X

EN 388EN 420

DESC:10gauge acrylic knitted,flock fleece inside,latex foam palm coated.

Color:Black/orange or customized

Sizes Available:7, 8, 9, 10, 11

package:12pairs/polybag,120pairs/carton or customized.

Feature:Good grip,cold resistant,excellent abrasion resistance.

FQ-50959

2143X

EN 388EN 420

FQ-50972
DESC:Velvet knitted glove with latex foam coating.

Color:Purple,pink or customized

Sizes Available:7, 8, 9, 10, 11

package:12pairs/polybag,120pairs/carton or customized

Feature:Good grip,cold resistant,excellent abrasion resistance.

2143X

EN 388EN 420

FQ-20988
DESC:Double layer knitted winter glove,with sandy nitrile 3/4 coated.

Color:Black or customized

Sizes Available:7, 8, 9, 10, 11

package:12pairs/polybag,120pairs/carton or customized

Feature:Good grip,cold resistant,excellent abrasion.

2243X

EN 388EN 420

DESC:Double layer knitted winter glove,with sandy nitrile 3/4 coated.

Color:Black or customized

Sizes Available:7, 8, 9, 10, 11

package:12pairs/polybag,120pairs/carton or customized

Feature:Good grip,cold resistant,touch screen available on all coating area.

FQ-20988-T

2243X

EN 388EN 420

FQ-50882
DESC:Double layer knitted winter glove,with latex foam 3/4 coated.

Color:Black or customized

Sizes Available:7, 8, 9, 10, 11

package:12pairs/polybag,120pairs/carton or customized

Feature:Good grip,cold resistant,excellent abrasion resistance.

2243X

EN 388EN 420

FQ-50958
DESC:7/10 gauge fluorescent acrylic knitted glove, flock fleece inside, 
coated crinkled latex on palm.
Color:Colors can be customized
Sizes Available:7, 8, 9, 10, 11

package:12pairs/polybag,120pairs/carton or customized

Feature:Good grip,cold resistant,excellent abrasion resistance.

2143X

EN 388EN 420


